UNDISTURBED
EARTH (TYP.)

THRUST
CLAS

S

WATERLINE

, BLOCK
NYSDOT SPEC. 503.0101

WATERLINE

AS REQ‘'D

WIDTH

20,7 MPa CONC.
THRUST'Bl_EICK

CLA
NYSDOT SPEC. 503.0101

REQUIRED BEARING AREAS & DIMENSIONS
FOR CONCRETE THRUST BLOCKS

PIPE TEE(See NOTE 5 90° <1/4)BEND 45° (1/8)BEND 22.55° (1/16)BEND 11.25° <1/32)BEND
SIZE AREA DIMENSTONS AREA DIMENSIONS || AREA DIMENSIONS AREA DIMENSTONS AREA DIMENSIONS
<IN s DxL G s DxL G s DxL GT s DxL GD s DxL D
4" 0.4 1 x 1-1/2' 0.6 U xe 03 1 x 1-1/2 02 /2" x 1-1/2 01 /2 x 1

6 10 [1-1/2" x 2-1/2'[ 14 2" x 2-1/2" 07 1-1/2" x 2 0.4 1 x 1-1/2 02 |1-1/72" x 1-1/2'
8’ 1.9 2 x 3 2.4 2-1/2" x 4 1.3 2" x 2-1/2' 07 |[1-1/2" x 1-1/2 0.3 1 x 1-1/2
127 39 [B-1/2" x 3-1/2’[ S5 4 x 4-1/2 30 2-172" x 4 15 2 x 2-1/2 08 |1-1/2" x 2-1/2'
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